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your contractor can individually disable 

any button. Also the opposite way of 

working is possible. This is particularly 

useful in public area’s or when you want 

to avoid children to activate certain 

functions.

IMPORTANT REMARK 

For security reasons the infra red control 

of door-opener functions in rooms with 
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be disabled.

Technical:

Indoor use only

Range: > 10 meter (rooms up to 200m²;

depending on receiver placement and 

sun light conditions)

 

Mod. Frequency: 38kHz 
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455kHz; not available on TDS12501)  

Dimensions and weight:

(including battery)

TDS12501: 86 L x 33 W x 7 H 

(mm)  / 15 gr. 

TDS12502: 175 L x 46W x  8 H 

(mm) / 40 gr. 

Battery: 

standard Lithium CR2032 

battery 

(available at general stores).

 

Order reference: 

TDS12501:	 Mini remote control

TDS12502:	 Standard remote 

control

Other remote control via telephone, 

mobile phone, local PC or at remote 

site is available trough other TELETASK 

products. Remote control over IP 

(including over the internet) is available 

by default on the DoIP systems from 

TELETASK.

Main buttons controlling the same functions as 

the source you’re aiming at (ex. LATUS).

Selection buttons

Source selection buttons for audio and video

4 Shift buttons

Standard Remote Control (TDS12502)

trendsetter in domotics


