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PROSOFT Suite
Conýguration software

PROSOFT is a software Suite for the 
conýguration of TELETASK Home 
Automation systems. The Suite 
contains PROSOFT, TIMESOFT, 
CARDSOFT and GUISOFT. With 
every central unit, a PROSOFT Suite 
license is supplied. During the ýrst 
year, upgrades are free of charge. 
After that period, paid upgrades are 
available.

PROSOFT is the main conýguration 
tool while TIMESOFT is an electronic 
calendar used to conýgure clock 
based actions. CARDSOFT is used to 
conýgure access control cards and tags, 
while GUISOFT is the conýguration tool 
for ‘GUI’ PC-based and mobile phone 
based touch screen applications.

Due to the default IP interface on all 
TELETASK central units, a download 
connection between the PC running 
PROSOFT and the LAN is obvious. 
Domotics over IP (DoIP) makes new 
services and comfort available wherever 
you like. PROSOFT can be run local 
at the project (over LAN or also via a 
USB connection) but also remote over 
LAN/WAN in combination with a secure 
connection. VPN is most often used 
because it is both an affordable and safe 
connection.

The TELETASK conýguration tools 
are based on an exclusive concept 
which joins together óeasy to useô and 
óextremely powerfulô. The PROSOFT 
graphical user interface is far away 
from complex software languages used 
to óprogramô intelligent systems. The 
graphical approach makes PROSOFT 
much more easy to learn. During the 
lifetime of a system, things may need 
to be modiýed due to changes in the 
desires of the customer. Interested end-
users, familiar with working on a PC, 
can manage a running system on their 
own. A detailed step by step technical 
handbook is available.
 
The conýguration of a TELETASK 
system can be done off-line. The PC is 
not to be connected to a working system, 
which offers full þexibility before, during 
and after installation. As soon as you 
are ready to download the conýguration 
settings from the PC to the TELETASK 
system, the connection of the PC to 
the home automation system can be 
done over USB, Ethernet, Wi-Fi or from 
remote site over the internet. Once the 
home automation system is installed 
and conýgured, the integrator is able to 
offer all required maintenance services 
on-line without leaving his ofýce desk.




